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Single Inlet
Centrifugal Fans

V.A.T. not included

1450 and 2800 Rpm
Single Inlet Centrifugal Fans
With Forward Curved Blades (Sirocco Type)

■ Low, medium and high-pressure.
■ High quality, advanced technology.
■ Made of pressed steel sheet protected by electrostatic, 
epoxy paint.

■ Upon Request: Flanged motor with damper in order to 
control airflow and protective net.
Speed Controlers:

■ 220V voltage AK-50 speed controller only for 1450 rpm 
electric motors up to 1,0 HP.

■ 220V input voltage inverter for controlling up to 4 HP in 
three phase motors.

■ 380V input voltage inverter for any horsepower rating.
■ Speed controllers, pages 186-202.

Technical Characteristics 2800 RPM

HP kW
Inlet (mm)
Flange ∅

Outlet Flange
Internal (mm) Εxternal (mm)

Impeller

∅ (mm)
Air Flow

m3/h

Total pressure
Pa

Voltage
VOLT

Price

0,25 0,18 100 95 x 110 145 x 160 133 x 52 450 340 230 f 156,00
0,25 0,18 120 95 x 110 145 x 160 133 x 52 780 570 230/400 f 156,00
0,50 0,37 120 120 x 150 170 x 200 160 x 62 1.600 620 230/400 f 193,00
0,75 0,55 140 120 x 150 170 x 200 180 x 74 2.500 820 230/400 f 205,00
1,50 1,10 160 135 x 165 185 x 215 200 x 82 3.200 950 230/400 f 295,00
2,00 1,50 180 140 x 175 190 x 225 225 x 92 3.500 1.600 230/400 f 378,00

HP kW
Inlet (mm)
Flange ∅

Outlet Flange
Internal (mm) Εxternal (mm)

Impeller

∅ (mm)
Air Flow

m3/h
Total pressure

Pa
Voltage
VOLT

Price

0,25 0,18 120 95 x 110 145 x 160 133 x 52 380 130 230/400 f 156,00
0,33 0,25 120 120 x 150 170 x 200 160 x 62 900 160 230/400 f 193,00
0,33 0,25 140 120 x 150 170 x 200 180 x 75 1.250 200 230/400 f 198,00
0,50 0,37 160 135 x 165 185 x 215 200 x 82 1.750 260 230/400 f 217,00
0,50 0,37 180 140 x 175 190 x 225 225 x 92 2.550 350 230/400 f 234,00

Dimensions
Inlet Flange

mm
Height

mm
Length

mm
Width
mm

∅ 100 300 320 230 
∅ 120 300 320 230 
∅ 140 390 380 300 
∅ 160 420 400 330 
∅ 180 460 420 360
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Technical Characteristics 1450 RPM

Application: Suitable for: laboratories, restaurants, cabins, plastic 
industry, burners, churches, car workshops etc. 

Power

Power

For the manufacturing of our fans, we exclusively use
SIEMENS high efficiency electrical motors, IP 55 protection,
class F.
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MODEL: JHPS

MODEL: JHPS

MODEL: JHPS

*
*
*

*

* Modeli uvek dostupni na lageru
5

DODATNA OPREMA / ACCESORIES

DIMENZIJE / DIMESNIONS
visina / height dužina / lenght širina / width

Tehničke karakteristike / Technical Characteristics - 2800 o/min / rpm

Tehničke karakteristike / Technical Characteristics - 1450 o/min / rpm

Cene pronadjite u cenovniku / Prices are in pricelist
J.1. JAKKA - Ventilacija

Visoko kvalitetan elektromotor specijalno projektovan 
za ventilatore; zaštita motora IP55-Klase F. / 

High quality electric motor specially manufactured for 
fans; protection IP55-Class F

Centrifugalni ventilatori sa jednim usisom i Sirocco radnim kolom / 
Single Inlet Centrifugal Fans With Forward Curved Blades (Sirocco Type)

1450, 2800 o/min / rpm model
■ Pogodni su za laboratorije, restorane, radionice, kao i za odsis sa 
mašina iz drvne industrije
■ Kućište je od visokokvalitetnog presovanog lima, zaštićeno 
elektrostatičkim epoksivnim bojama
■ Visoko kvalitetan elektromotor specijalno projektovan za ventilatore; 
zaštita motora IP55-Klase F. Napajanje: 220V-50Hz ili 380V-50Hz
■ Standardno ofarbani u RAL boju. Postoji mogućnost montaže u aer-
oboks
■ Regulisanje monofaznih modela se vrši reostatom (do JHPS 0,5 reo-
statom REM 5, do JHPS 1,5 reostatom REM 10, a modeli JHPS 2,0 
reostatom REM 16), kod trofaznih modela regulacija se vrši inverterom

■ Suitable for laboratories, restaurants, workshops.
■  Housing made of high quality pressed steel sheet protected by electro-
static, epoxy paint.
■ High quality electric motor specially manufactured for fans; protection 
IP55-Class F. Input voltage: 220V-50Hz ili 380V-50Hz
■ Painted in RAL color as standard. Can be delivered within fan section
■ Single phase models regulation with speed controller (models till 
JHPS 0,5 with REM 5, models till JHPS 1,5 with REM 10, model JHPS 
2,0 with REM 16) and three phase models with inverter.

Power

HP

Inlet Flange

mm

Outlet Flange

Internal (mm) Εxternal (mm)

Impeller

∅ (mm)

Air flow 
3m /h

Total Pressure

Pa

2,0 180 145 x 190 195 x 240 310 1.370 1.520 

3,0 200 145 x 190 195 x 240 310 1.800 1.820 

5,5 230 195 x 230 245 x 280 400 3.600 2.050 

7,5 250 195 x 230 245 x 280 400 4.500 2.050 

10,0 280 235 x 275 295 x 335 485 5.200 2.540 

15,0 300 235 x 275 295 x 335 485 6.500 3.560 

20,0 330 330 x 280 390 x 340 585 6.800 5.590 

25,0 330 330 x 280 390 x 340 585 7.800 5.590 

Dimensions

Power

HP

Inlet Flange

mm

Α

cm

Β

cm

C

cm

D

cm

2,0 18 57 55,0 51 22,5

3,0 20 57 55,0 51 21,5

5,5 23 72 64,0 65 29,0

7,5 25 72 64,0 70 28,0

10,0 28 86 80,5 78 33,5

15,0 30 86 80,5 82 32,5

20,0 33 103 98,0 87 41,5

25,0 33 103 98,0 87 40,0

C

B

D

C

Α

MODEL: JHPT

6

DIMENZIJE / DIMESNIONS

DODATNA OPREMA / ACCESORIES

■ Pogodni su za izvlačenje i filtraciju vazduha i/ili transport prašine,
piljevine, plastike i ostalih finih čestica).
■ Visoko kvalitetan elektromotor projektovan specijalno za ventilatore,
montiran je na antivibracione gumene nosače; zaštita motora IP55-
Klase F. Napajanje: 380V-50Hz.
■ Svi ventilatori su standardno ofarbani u RAL boju. Postoji mogućnost
montaže u aerokutiji.
■ Regulacija trofaznih modela se obavezno vrši frekventnim regulatorom.

■ Suitable for extracting and filtering air and/or transport of dust,
sawdust, plastic and other fine particle materials.
■ High quality electric motor specially manufactured for fans, mounted
on anti-vibration rubber feet; protection IP55-Class F. Input voltage: 
220V-50Hz or 380V-50Hz.
■ Painted in RAL color as standard. Can be delivered within fan section.
■ All three phase models must be driven with frequency inverter.

MODEL: JHPT  (2.800 o/min / rpm)

Centrifugalni transportni ventilatori sa jednim usisom
Single Inlet High Pressure Transport Centrifugal Fans

Tehničke karakteristike / Technical Characteristics  2.800 o/min / rpm 
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High pressure Single Inlet
Centrifugal Fans
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2800 Rpm High Pressure Single Inlet Centrifugal Fans Performance Curves
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Single Inlet Plastic Fans

V.A.T. not included

Corrosion Proof Single Inlet Plastic Fans
Low Pressure

■ Completly made of Polypropylene.
■ Polypropylene centrifugal impeller with forward curved 

blades.
■ The material and design make the fan corrosion and spark 

proof.
■ For speed controllers see pages 186-202.
■ Performance curves for all fans on pages 122-123.

Application: They are suitable for oxidant gas suction, 
installation in corrosive environments such as 

chemical industries, laboratories, biological 
wastewater treatment, underground and
outdoors etc.

950 RPM

Type
Power

HP
Inlet Flange ∅

mm

Air flow
m3/h

Noise Level
dΒ (Α)

Price

PLAST - 25/6 - LP 0,50 250 1.500 59 f 822,00
PLAST - 30/6 - LP 1,00 315 2.500 60 f 1.155,00
PLAST - 35/6 - LP 2,00 350 4.000 65 f 1.613,00
PLAST - 40/6 - LP 4,00 400 7.000 72 f 2.670,00
PLAST - 50/6 - LP 4,00 500 9.000 59 ☎

PLAST - 60/6 - LP 7,50 - 20,00 600 11.000 - 19.000 61 - 64 ☎

PLAST - 70/6 - LP 15,00 - 40,00 700 16.000 - 32.000 62 - 72 ☎

1450 RPM

Type
Power

HP

Inlet Flange ∅
mm

Air flow
m3/h

Noise Level
dΒ (Α)

Price

PLAST - 12/4 - LP 0,25 120 250 56 f 519,00
PLAST - 16/4 - LP 0,50 160 400 60 f 679,00
PLAST - 20/4 - LP 0,50 200 1.000 57 f 699,00
PLAST - 25/4 - LP 1,00 250 2.200 61 f 797,00
PLAST - 30/4 - LP 1,50 315 4.000 65 f 1.162,00
PLAST - 35/4 - LP 4,00 355 6.000 70 f 1.675,00
PLAST - 40/4 - LP 7,50 400 10.000 78 f 2.732,00
PLAST - 50/4 - LP 15,00 500 13.500 64 ☎

2800 RPM

Type
Power

HP

Inlet Flange ∅
mm

Air flow
m3/h

Noise Level
dΒ (Α)

Price

PLAST - 12/2 - LP 0,25 120 450 67 f 519,00
PLAST - 16/2 - LP 1,00 160 800 67 f 679,00
PLAST - 20/2 - LP 1,50 200 1.600 70 f 705,00
PLAST - 25/2 - LP 3,00 250 2.500 72 f 847,00

For the manufacturing of our fans, we exclusively use

SIEMENS high efficiency electrical motors, IP 55 protection,

class F.
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Centrifugalni transportni ventilatori sa jednim usisom
Single Inlet High Pressure Transport Centrifugal Fans




